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ASX Release 

 
97Mt Increase in Isolation South Resource 

 
HIGHLIGHTS 

▪ A total of 43 RAB exploration holes (6,750 metres) have now been completed at 

Isolation South in 2019; drilling continues in this area 

▪ Interim update of Isolation South resource estimate sees a substantial increase (97 

Mt) to 217 Mt (79 Mt Indicated and 138 Mt Inferred) 

▪ This uplift represents an 81% increase from the previous Isolation South resource of 

120 Mt, including a more than doubling of the Indicated component 

▪ The Isolation South deposit is characterised by shallow and thick seams (120 Mt of 

the resource occurs at depths less than 100 metres) with moderate dip angles 

▪ Delivers strong potential for attractive project economics via low-strip ratio mining 

▪ Exceptionally thick seams encountered in recent drilling are not incorporated in 

the updated resource (cumulative apparent thicknesses exceeding 100 metres); 

this structural thickening presents further resource upside potential 

▪ Overall Elan HCC Project resources now total 395 Mt (110 Mt Indicated and 285 Mt 

Inferred); Elan South interim resource update expected in coming weeks 

▪ Elan South Scoping Study remains targeted for completion before year end 

  

Atrum Coal Ltd (Atrum or the Company) (ASX: ATU) is pleased to provide an update on 

its 100%-owned Elan Hard Coking Coal Project (Elan Project) in southern Alberta, 

Canada. 

Managing Director, Max Wang, commented: “This substantial Isolation South resource 

upgrade further demonstrates the scale potential of the overall Elan Project.  The 

Isolation South area presents one of several Tier 1 hard coking coal development 

opportunities within the Elan Project.  It offers the strong potential for attractive open-pit 

project economics due to its shallow and thick coal seam deposition.  Initial pit 

optimisation and mine planning work has already commenced on Isolation South, 

running in parallel with the flagship Elan South development.”  
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Isolation South Resource Estimate Increased by 97 Mt to 217 Mt 

Following the comprehensive exploration campaign that commenced at the Isolation 

South in August 2019, a significant geological data set has been acquired.  Subsequent 

processing and geological interpretation by Atrum and its key geological consultant, 

Palaris, has resulted in construction of a 3D geological model that underpins the 

updated resource estimate.  This geological model will continue to be updated as 

further results become available from ongoing drilling in the Isolation South area. 

Based on the drilling results and geological data available to late November 2019, a 

revised resource estimate of 217 Mt has been estimated for Isolation South.  Of this total 

217 Mt resource, 79 Mt has been classified as Indicated and 138 Mt as Inferred (Table 1).  

Table 1:  Isolation South Resource Estimate (November 2019) 

Area Indicated Inferred TOTAL 
Cumulative Seam 

Thickness (Weighed by 
Tonnes) 

Northern 79 119 198 36.6 

Southern - 19 19 16.8 

TOTAL (Mt) 79 138 217  

 

The northern area, also known historically as Cabin Ridge, is a dip slope (where seams 

follow the topographical surface) and it contains an updated resource estimate of 198 

Mt.  The southern area is a smaller dip slope, situated on the southern side of the Oldman 

River, and the resource of 19 Mt is a maiden estimate for this area. 

Continued Drilling Success Delivers Further Resource Upside Potential 

In 2019, a total of 43 rotary air blast holes have been completed at Isolation South by 27 

November 2019. This complements the 19 historical HQ size cored holes that were drilled 

by Scurry Rainbow Oil in the 1970’s. This has reduced the drill hole spacing to < 100m to 

250 metres between boreholes at the Cabin Ridge area. 

The results of the first 24 holes drilled at Isolation South were previously released (see 

Atrum releases dated 18 September 2019, Isolation South Exploration Update, and 17 

October 2019, Thick, Shallow Coal at Isolation South. 

Holes 25 to 43 were all drilled in the northern Cabin Ridge area (north of Oldman River) 

and these new results are summarized in Table 2.  

Drill holes located in the area of structural thickening (including Holes 38 to 44) have 

encountered very thick coal seams in the Seam 3 group of seams, with total cumulative 

apparent coal thicknesses ranging from 48.4 to 104.7 metres. 

The geological model that underpins the updated resource estimate incorporates results 

up to and inclusive of Hole 41. As such, the more recent results present significant further 
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resource upside potential once the zone of thickening in this area is delineated further.  

Drilling in the Isolation South area remains ongoing. 

Table 2:  Isolation South – northern area drill holes 26 to 43 locations and cumulative coal thickness (apparent) 

Drillhole ID 
Drill 
Type 

Easting Northing Elevation 
Total 
Depth 

Azimuth Dip 

Total Coal 
Thickness 
Apparent 

(m) 

Start 
Depth of 
Coal (m) 

ISRAB19-26 RAB 682,371 5,539,860 1,905 36.4 75 -65 0.4 35.1 

ISRAB19-27 RAB 682,011 5,539,500 1,840 199.4 75 -65 30.2 38.1 

ISRAB19-28* RAB 681,613 5,539,868 1,906 178.0 75 -65 - - 

ISRAB19-29* RAB 681,612 5,539,870 1,906 192.9 75 -70 - - 

ISRAB19-30 RAB 682,039 5,540,248 2,043 174.5 75 -65 32.3 29.6 

ISRAB19-31 RAB 682,035 5,540,597 2,059 185.0 75 -65 25.7 4.1 

ISRAB19-32 RAB 681,973 5,540,890 2,051 160.8 0 -90 19.7 21.9 

ISRAB19-33 RAB 681,908 5,539,845 1,909 193.0 75 -65 3.0 103.8 

ISRAB19-34 RAB 682,450 5,539,248 1,805 46.0 75 -65 TBC* TBC 

ISRAB19-35 RAB 683,079 5,539,574 2,100 133.6 0 -90 12.1 17.4 

ISRAB19-36 RAB 682,996 5,539,946 2,100 139.7 0 -90 17.1 10.9 

ISRAB19-37 RAB 682,878 5,539,496 2,024 136.7 0 -90 27.7 14.9 

ISRAB19-38 RAB 682,958 5,538,968 1,995 187.0 0 -90 48.4 42.1 

ISRAB19-39 RAB 682,776 5,539,322 1,963 202.1 0 -90 95.6 10.1 

ISRAB19-40 RAB 682,807 5,538,910 1,940 201.0 0 -90 55.5 37.5 

ISRAB19-41 RAB 683,027 5,538,230 1,911 192.0 75 -65 44.6 36.3 

ISRAB19-43 RAB 682,766 5,539,598 1,966 200.4 0 -90 104.7 35.0 

ISRAB19-44 RAB 682,778 5,539,454 1,967 204.0 0 -90 101.1 50.1 

*Hole terminated above coal seams **ISRAB19-34 is yet to be geophysically logged, and Holes 25 and 42 

were not completed due to caving and excluded from the table. Hole 43 was drilled at the same location 

as 42.   

 

 

F
or

 p
er

so
na

l u
se

 o
nl

y



4 

Figure 1:  Elan Project plan view showing relative Isolation South location 
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Geology of the Isolation South Area 

Isolation South is located approximately 20 km north of the flagship Elan South area 

(Figure 1). Historically referred to as the Oldman River Prospect, the main target area at 

Isolation South occurs on Cabin Ridge, on the McConnell Thrust fault and bounded to 

the west by the Twin Ridge Thrust.  The Oldman River flows south-east through the 

Isolation South area and dissects it into northern and southern areas.  

The coal seams at Isolation South dip to the west at relatively moderate angles (around 

20 degrees).  The dip angle of the coal seams mimics the topographical surface and 

represents a dip slope on the western slope of the ridge.  Seam outcrops are prevalent 

on the eastern side of the ridgeline.  

The coal seams outcrop near the surface location of the McConnell Thrust fault and in a 

crescent shaped cropline due to a topographical depression midway along Cabin 

Ridge.  East of the McConnell Thrust, the seams occur at depth through a series of 

unnamed synclines and anticlines within the central and eastern parts of the Isolation 

South area. 

Figure 2:  Elan Project west-east cross section (Cabin Ridge dip slope area) 
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Target Seams and Structural Thickening 

Isolation South contains four main seam groups that have been correlated with high 

confidence into the plies of Seam 1, Seam 2, Seam 3 and Seam 4 groups.  Where 

intersected, the full sequence of coal seams can present more than 40m of cumulative 

coal thickness (apparent), without any structural thickening evident. A type section 

showing the typical seam groups is shown in Figure 2.  

Seams 1 and 2 are shown to be relatively uniform from one drill hole to the next and are 

not impacted by structural thickening, whereas Seam 3 is thickened as the result of 

structural deformation. This characteristic of structural thickening in Mist Mountain coals 

is well documented at nearby projects including Grassy Mountain. The structural 

thickening appears to be the result of low angle thrusting and compression, with the 

thick Seam 3 package representing a major plane of weakness in the strata.  As a result, 

the Seam 3 group achieves apparent thicknesses ranging from 30 metres to in excess of 

100 metres, in a north-south trending zone on Cabin Ridge.  An example of the Seam 3 

thickening is shown in Figure 3. 

Figure 3:  Structural thickening in the Seam 3 group (Cabin Ridge dip slope area) F
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Figure 4:  Isolation South stratigraphic column and type section from ISRAB19-14 F
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Exploration 

A total of 62 holes have been drilled to date at Isolation South, 43 of which have been 

completed by Atrum in 2019 (Table 2). The vast majority of holes drilled at Isolation South 

in 2019 (35 of 43 drilled) have been moderately inclined to the east (at 25 degrees from 

horizontal) at an azimuth of 75 degrees to account for the moderate westerly dipping 

seams, so that coal seam intersections are as close to true thickness as possible.  All 

boreholes detailed in this release have been geophysically logged by Century Wireline 

Services with a suite of tools including natural gamma, caliper, long and short spaced 

density, resistivity, deviation and dipmeter. 

The main focus of the current drilling at Isolation South, including 35 of the holes drilled in 

2019, has been north of the Oldman River on Cabin Ridge.  This northern area is where 

198 Mt of the updated resource is defined (a borehole location plan is shown in Figure 

4).  

Table 3:  Isolation South drill hole locations and type (HQs are historical holes) 

Hole Type 
Northern 

Area 
Southern 

Area 
Holes 

Completed 
Total Metres 

Drilled 

Rotary air blast 
(RAB) Holes 

35 8 43 6,750 

HQ Cored Holes 17 2 19 3,286 

Scurry-Rainbow Oil Limited (Scurry) undertook exploration of the Isolation South area in 

1970.  Exploration activities included bulldozer-assisted trenching, establishment of 

22.5km of access roads and 19 HQ size fully cored holes for a total of 3,286m of coring. 

16 hard-copy wireline logs from the 19 holes drilled by Scurry were professionally scanned 

to electronic LAS files in order to enable high confidence in seam interval depths and 

detailed seam correlation.  

Core samples from historical core holes were subjected to raw coal quality testing and 

clean coal testing at CF1.50, with average core recovery estimated at 79% (providing a 

reasonable dataset). Scurry also completed excavation of 10 adits, with bulk samples 

subjected to raw and washability testwork.  Scurry concluded that there was a significant 

deposit of potentially open cut mineable hard coking coal at Isolation South. 
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Figure 5:  Isolation South borehole location plan 
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Coal Quality 

Core samples collected from HQ (63mm diameter) cored boreholes were dispatched 

to ASTM accredited laboratories in Canada for coal quality testing. Raw coal and clean 

coal composites were typically tested for proximate analysis, FSI, total sulphur (TS) and 

calorific value (BTU). Coal quality results for the northern area are summarised in Table 4. 

Table 4:  Isolation South resource (northern area) with raw coal quality parameters 

SEAM 
Indicated 

Mt 
Inferred 

Mt 
Total 

Mt 
Thick 

m 
IM  
% 

ASH  
% 

VM  
% 

TS  
% 

S1C 6.0 10 15.9 3.3 0.7 19.6 25.7 0.59 

S1B 3.5 3 6.2 1.6 0.6 24.9 24.7 0.51 

S1AU 2.1 3 4.8 1.1 0.5 31.0 23.7 0.30 

S1AL 1.8 2 4.1 0.9 0.5 28.2 23.7 0.34 

S2C 3.3 3 5.9 1.6 0.6 20.1 24.7 0.36 

S2B 6.2 9 15.0 2.3 0.6 19.9 23.3 0.40 

S2A 1.5 1 2.5 1.6 0.7 27.7 25.1 0.49 

S3D 5.9 13 18.4 2.8 0.6 25.9 23.4 0.27 

S3CU 14.7 19 33.6 5.3 0.6 27.8 22.5 0.35 

S3CM 23.3 27 50.5 7.8 0.6 26.2 23.3 0.37 

S3CL 7.0 3 10.1 2.0 0.6 33.8 22.9 0.31 

S3B/A 3.9 8 11.7 2.1 0.7 35.5 22.3 0.56 

S4C - 8 8.2 1.7 - - - - 

S4B - 7 6.5 1.3 0.7 17.5 25.6 0.37 

S4A - 5 4.9 1.3     

TOTAL 79 119 198      

 

Sizing and float sink and other detailed washability and coke characterisation testwork 

was quite comprehensive on both core samples and bulk samples extracted from adits 

driven into coal seams at Isolation South. Mean maximum vitrinite reflectance (RoMax 

%) is expected to be >1.20% based on the results of regional coal bed methane well 

testing and results from the Isolation area.  

Historical testing of clean coal composites at CF1.50 has typically produced coal with 

good coking properties with moderate to high FSI (up to 9), low total sulphur (0.20% to 

0.60%) and low ash content (6% to 10% ad), indicating low inherent ash in the coal1. 

Theoretical yields at CF1.50 were in the range of 57% to 72% from 49 samples of various 

seams.   

Atrum plans to extract large diameter cores at Isolation in 2020 to further validate the 

coal quality and potentially develop a product specification. 

1. Refer to Atrum ASX release dated 22 January 2019 “Additional 201Mt JORC Resources defined for Elan 

Hard Coking Coal Project” for more detail.    F
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Data and Modelling 

The 2019 exploration program was planned and managed by Atrum following industry 

best practice. This includes use of independent third-party specialty contractors for 

drilling, geophysical logging and lab testing. 

A 3D geological model has been constructed using Dassault Systems Geovia Minex 

modelling software. The co-ordinate system used for geological modelling and GIS 

systems is the NAD1983 Universal Transverse Mercator (UTM), Zone 11N. The structural 

model was created using the borehole collar data and seam intersections compiled in 

the Minex borehole database, based on the geological data provided by Atrum. The 

collaborative approach between Atrum and Palaris provided significant confidence in 

the development of the geological model. 

The geological model that underpins the resource estimate has been updated inclusive 

of Hole 41. Holes 43 and 44 have cumulative apparent coal thicknesses in excess of 100 

metres, and will be included in future updates after ongoing drilling further delineates 

the zone of structural thickening in this area. 

Structure grids are based on 25m mesh (grid cell) size with a scan distance of 2,000 

metres. Resource classification was undertaken using a maximum spacing of 0 – 500m 

between cored coal quality boreholes for Indicated resources, and beyond 500m of a 

cored borehole for Inferred resources (extrapolation distances are usually limited to 

<300m beyond the last borehole due to tenure, depth of cover and seam subcrop limits). 

The upper limit of the resource is the limit of weathering surface (BHWE-3), which is the 

topographical surface minus 3 metres. The lower limit of the resource is at a maximum 

depth of 200m below topography. 

Further Resource Estimate Detail 

The November 2019 Isolation South coal resource estimate is reported in accordance 

with the Australasian Code for Reporting of Exploration Results, Mineral Resources and 

Ore Reserves (The JORC Code), 2012 Edition. This announcement is accompanied by 

the JORC Code (Edition 2012) Table 1- Checklist of Assessment and Reporting Criteria. 

The updated Isolation South resource estimate (as at 30 November 2019) totals 217 Mt, 

of which 79 Mt is classified as Indicated and 138 Mt is classified as Inferred. The Isolation 

South resource estimate is summarised by seam in Table 5 and resources by depth of 

cover subsets is graphically illustrated in Figure 6.  

F
or

 p
er

so
na

l u
se

 o
nl

y



12 

Table 5:  Isolation South resource estimate (as at 30th November 2019) 

NORTHERN AREA SOUTHERN AREA 

Seam 
Indicated 

Mt 
Inferred 

Mt 
TOTAL 

Mt 
Seam 

Thick m 
Indicated 

Mt 
Inferred 

Mt 
TOTAL 

Mt 

Modelled 
Seam 

Thick m 

SEAM 1 13.5 18 31 6.9 0.0 5 5 3.3 

SEAM 2 11.0 12 23 5.5 0.0 11 11 7.9 

SEAM 3 54.7 70 124 20.0 0.0 4 4 5.6 

SEAM 4 0 20 20 4.2 0.0 0 0 0.0 

TOTAL 79.2 119.4 198.5 36.6 0.0 19 19 16.8 

* Totals may contain rounding errors

Figure 6: Resources by depth of cover subsets 

Justyn Stedwell -  Secretary
On behalf of the Board of Directors 

For further information, contact:

Max Wang  Justyn Stedwell  Michael Vaughan 

Managing Director/CEO Company Secretary   IR Advisor, Fivemark Partners 

M +1 403 973 3137 P +61 3 9191 0135 P +61 422 602 720 

mwang@atrumcoal.com jstedwell@atrumcoal.com 
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Competent Persons Statement 

Exploration Results 

The information in this document that relates to reporting of Mineral Resources for the Isolation South 

(Elan South) project area is based on, and fairly represents, information and supporting documentation 

prepared by Mr Brad Willis, who is a Member of the Australasian Institute of Mining and Metallurgy 

(#205328) and is a full-time employee of Palaris Australia Pty Ltd.  

Mr Willis has read and understands the requirements of the 2012 Edition of the Australasian Code for 

Reporting of Exploration Results, Exploration Targets, Mineral Resources and Ore Reserves (JORC Code, 

2012 Edition). Mr. Willis is a Competent Person as defined by the JORC Code, 2012 Edition, having 

twenty years’ experience that is relevant to the style of mineralisation and type of deposit described in 

this document. 

Neither Mr. Willis nor Palaris Australia Pty Ltd has any material interest or entitlement, direct or indirect, in 

the securities of Atrum or any companies associated with Atrum. Fees for the preparation of this report 

are on a time and materials basis. Mr. Willis has visited the Elan project site with Atrum coal personnel 

during the exploration programs in 2018 and 2019.  

The JORC Code (2012) 

Table 1 – Section 1: Sampling Techniques and Data 

Criteria JORC Code explanation Commentary 

Sampling 

techniques 

▪ Nature and quality of sampling (eg cut

channels, random chips, or specific

specialised industry standard

measurement tools appropriate to the

minerals under investigation, such as

down hole gamma sondes, or

handheld XRF instruments, etc). These

examples should not be taken as

limiting the broad meaning of sampling.

▪ Include reference to measures taken to

ensure sample representivity and the

appropriate calibration of any

measurement tools or systems used.

▪ Aspects of the determination of

mineralisation that are Material to the

Public Report.

▪ This report relies on sampling from

historical exploration work undertaken

by various companies.

▪ Samples were taken from cored drill

holes and bulk samples from adits

▪ Cored drill holes are used to collect

HQ size core samples, which were

logged and sampled for coal quality 

testwork

▪ Core recoveries were recorded and

cumulative tallies kept

▪ It is recognised that historical data, coupled

with lack of electronic geophysical logs makes

it more difficult to determine if stated core

recoveries are accurate

Drilling 

techniques 

▪ Drill type (eg core, reverse circulation,

open-hole hammer, rotary air blast,

auger, Bangka, sonic, etc) and details

(eg core diameter, triple or standard

tube, depth of diamond tails, face-

sampling bit or other type, whether

core is oriented and if so, by what

method, etc).

▪ The 43 RAB boreholes completed in 2019 were

percussion (rotary air blast) boreholes with a 4

1/2“diameter hammer drill bit

▪ All of the boreholes completed in 2019 were

geophysically logged to total depth in the open

hole

▪ The historical HQ cored holes were drilled with

diamond bits and are double tube core barrels

(triple tube core barrels with PQ or LD core are

uncommon in Canada)

▪ All holes listed and used in the geological model

have been geophysically logged to total depth,

with all seam intervals adjusted to the

geophysical log depths

Drill sample 

recovery 

▪ Method of recording and assessing

core and chip sample recoveries and

results assessed.

▪ Measures taken to maximise sample

recovery and ensure representative

nature of the samples.

▪ Core recoveries were recorded during

historical drilling campaigns

▪ Samples were weighed at the testing

laboratory and compared against

calculated volumetric recovery.

▪ Boreholes were mostly geophysically

F
or

 p
er

so
na

l u
se

 o
nl

y



 
 

14 
 

Criteria JORC Code explanation Commentary 

▪ Whether a relationship exists between 

sample recovery and grade and 

whether sample bias may have 

occurred due to preferential loss/gain 

of fine/coarse material. 

logged to ensure recovered core 

lengths are representative of the full 

seam 

▪ The core recoveries are generally 

reasonable except where the coal is 

heavily fractured or near fault zones 

▪ The coal has a high HGI and can be heavily 

fractured; core losses are likely to result in losses 

of fines and / or vitrinite rich material 

Logging ▪ Whether core and chip samples have 

been geologically and geotechnically 

logged to a level of detail to support 

appropriate Mineral Resource 

estimation, mining studies and 

metallurgical studies. 

▪ Whether logging is qualitative or 

quantitative in nature. Core (or 

costean, channel, etc) photography. 

▪ The total length and percentage of the 

relevant intersections logged. 

▪ Core samples were logged in detail including 

lithology, brightness, sedimentary features and 

defects 

▪ Open hole cuttings (RC and rotary air blast) are 

logged in 0.5m sample intervals taken  

▪ Boreholes were usually logged with geophysical 

sondes including density, caliper and gamma, 

deviation and dipmeter 

▪ Much of the historical logging was undertaken 

pre-dating metric measurement, and depths 

were converted from imperial measurements 

▪ There are no records of core sample 

photographs 

▪ Adits and trenches were logged and sketched, 

and are available in historical exploration reports 

Trenches were logged and sketched in detail 

▪ Geotechnical logging, sampling and testwork is 

yet to be undertaken 

Sub-

sampling 

techniques 

and 

sample 

preparation 

▪ If core, whether cut or sawn and 

whether quarter, half or all core taken. 

▪ If non-core, whether riffled, tube 

sampled, rotary split, etc and whether 

sampled wet or dry. 

▪ For all sample types, the nature, quality 

and appropriateness of the sample 

preparation technique. 

▪ Quality control procedures adopted for 

all sub-sampling stages to maximise 

representivity of samples. 

▪ Measures taken to ensure that the 

sampling is representative of the in situ 

material collected, including for 

instance results for field 

duplicate/second-half sampling. 

▪ Whether sample sizes are appropriate 

to the grain size of the material being 

sampled. 

▪ Sub-sampling techniques used are commonly 

adopted in the coal industry and are not 

expected to result in non-representative raw or 

clean coal samples 

▪ Core samples on a ply basis were often crushed 

to – 60 mesh and tested for proximate analysis. 

Ply samples were composited and screened.  

▪ Clean coal composites were tested at CF1.50 

RD by Cyclone Engineering Sales for Scurry Oil 

▪ The bulk adit samples were usually tested for raw 

coal, float sink testing by size fraction including 

two stage froth flotation on fines. 

▪ Sub-sampling was common for bulk sample 

testing. There is no way to ensure that sub-

sampling techniques used ensured each sample 

was representative 

Quality of 

assay data 

and 

laboratory 

tests 

▪ The nature, quality and 

appropriateness of the assaying and 

laboratory procedures used and 

whether the technique is considered 

partial or total. 

▪ For geophysical tools, spectrometers, 

handheld XRF instruments, etc, the 

parameters used in determining the 

analysis including instrument make and 

model, reading times, calibrations 

factors applied and their derivation, 

etc. 

▪ Nature of quality control procedures 

adopted (eg standards, blanks, 

duplicates, external laboratory checks) 

and whether acceptable levels of 

accuracy (ie lack of bias) and precision 

have been established. 

▪ Testwork is undertaken by nationally accredited 

laboratories, generally to ASTM standards  

▪ Raw coal quality testing was fairly primitive and 

involved proximate analyses, TS and FSI. RD was 

not tested. 

▪ Similarly, the testwork completed on clean coal 

composites was fairly basic compared to 

today’s standards 

▪ Sizing and float sink testing undertaken on adit 

bulk samples was fairly comprehensive 

Verification 

of sampling 

▪ The verification of significant 

intersections by either independent or 

▪ Geological data is collected in line with Atrum 

Coal’s exploration procedures and guidelines 

▪ Sample interval depths and thicknesses are as 
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Criteria JORC Code explanation Commentary 

and 

assaying 

alternative company personnel. 

▪ The use of twinned holes. 

▪ Documentation of primary data, data 

entry procedures, data verification, 

data storage (physical and electronic) 

protocols. 

▪ Discuss any adjustment to assay data. 

measured by the field geologist (drillers depths), 

and adjusted to align with geophysical log 

depths 

▪ GWIL Birtley undertakes preliminary checks of 

assay data using regression analysis, and 

checked by Atrum Coal and Palaris geologists 

▪ All data has been encoded, collated and cross 

checked by Atrum Coal, and later by Palaris 

▪ Twinning of existing RAB holes is generally used 

for the identification of coring intervals in 

planned cored holes, however no coring was 

undertaken by Atrum in 2019  

Location of 

data points 

▪ Accuracy and quality of surveys used 

to locate drill holes (collar and down-

hole surveys), trenches, mine workings 

and other locations used in Mineral 

Resource estimation. 

▪ Specification of the grid system used. 

▪ Quality and adequacy of topographic 

control. 

▪ The collar locations of boreholes and trenches 

have been surveyed using DGPS (Trimble) 

▪ The co-ordinate system is UTM projected grid 

NAD83 Zone 11N 

▪ The topographical surface is sourced from a 

LiDAR survey and has a reasonable correlation 

with borehole collars.  

▪ The locations of historical boreholes, trenches 

and adits have been sourced from historical 

exploration reports  

▪ In many cases, borehole co-ordinates were 

surveyed in local co-ordinate systems, and were 

later converted to grid co-ordinates. Checks 

have been made by georeferencing historical 

borehole plans to ensure they are plotting in the 

correct locations 

▪  

Data 

spacing 

and 

distribution 

▪ Data spacing for reporting of 

Exploration Results. 

▪ Whether the data spacing and 

distribution is sufficient to establish the 

degree of geological and grade 

continuity appropriate for the Mineral 

Resource and Ore Reserve estimation 

procedure(s) and classifications 

applied. 

▪ Whether sample compositing has been 

applied. 

▪ The cored holes have reliable coal quality 

information from core samples, and are points of 

observation for coal quality determination 

▪ Open hole cuttings are not used for coal quality 

and washability testwork, aside from vitrinite 

reflectance measurements 

▪ Grade continuity is quite variable between data 

points. The borehole spacings used and 

rationalisation of resource classification polygons 

has defined resources with geological 

confidence are Indicated to Inferred status and 

reflects the paucity of coal quality data at this 

stage 

▪ Based on the quantity and spacing of structure 

holes and historical coal quality holes, the 

northern area of Isolation South is deemed 

suitable for conceptual mine planning 

▪ Sample compositing (into seam intervals) is 

generally manually undertaken in the laboratory 

after instructions are provided. 

▪ Some compositing is undertaken in Minex and 

requires 80% linear recovery as specified in the 

Minex BHDB settings 

Orientation 

of data in 

relation to 

geological 

structure 

▪ Whether the orientation of sampling 

achieves unbiased sampling of possible 

structures and the extent to which this is 

known, considering the deposit type. 

▪ If the relationship between the drilling 

orientation and the orientation of key 

mineralised structures is considered to 

have introduced a sampling bias, this 

should be assessed and reported if 

material. 

▪ Boreholes have been drilled either vertically or 

inclined. Inclined boreholes are used in areas 

where dipping seams exist, in order to intersect 

the seams closer to their true thickness. Most 

holes have been drilled at -65 degrees (25 

degrees from vertical) at azimuth 75 degrees. 

▪ Almost every borehole drilled in 2019 has 

electronic deviation data available that has 

been imported into the Minex borehole 

database. The geological modelling software 

captures the borehole inclination and deviation, 

and structural modelling assists in correcting the 

apparent seam thicknesses to true thicknesses in 

model grids 

▪ The drilling at Isolation South provides relatively 
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Criteria JORC Code explanation Commentary 

good 3D representation.  

▪ Dipmeter wireline logs are run in each hole to 

measure the dip and azimuth of the strata. This 

information is imported into Minex software, and 

used to calculate seam dip and azimuth for 

seam intervals in each borehole 

▪ Trend surfaces are used in modelling to ensure 

consistent seam dips exist and to continue 

seams to depth according to realistic seam dips 

▪ Inclined holes are used in areas where dipping 

seams exist, in order to intersect the seams closer 

to their true thickness 

▪ There is no borehole deviation data available for 

historical boreholes – it is assumed that boreholes 

do not deviate from their inclination and 

azimuth at the collar 

Sample 

security 

▪ The measures taken to ensure sample 

security. 

▪ As the coring was undertaken a long time ago, it 

is difficult to confirm whether measures to ensure 

sample security represented best practice by 

today’s standards 

Audits or 

reviews 

▪ The results of any audits or reviews of 

sampling techniques and data. 

▪ Palaris representatives visited the site in 2018 and 

2019 to oversee the drilling program, and ensure 

a high standard of geological data is provided 

by Atrum Coal’s geologists  

▪ It is recognised that the historical data may not 

have the same level of accuracy relative to 

modern practices and this is reflected in the 

resource classification. Atrum will be undertaking 

a coring program in 2020 to alleviate the 

shortfall in recent coal quality data. 

 

Table 1 – Section 2: Reporting of Exploration Results 

Criteria JORC Code explanation Commentary 

Mineral 

tenement 

and land 

tenure 

status 

▪ Type, reference name/number, 

location and ownership including 

agreements or material issues with 

third parties such as joint ventures, 

partnerships, overriding royalties, 

native title interests, historical sites, 

wilderness or national park and 

environmental settings. 

▪ The security of the tenure held at the 

time of reporting along with any 

known impediments to obtaining a 

licence to operate in the area. 

▪ The Isolation South coal agreements were granted to 

Elan Coal Ltd in 2012/13, Elan Coal was acquired by 

Atrum Coal in March 2018. Coal Lease agreements 

provide the right to exclusively explore the land within 

the boundaries of the lease and are granted for a 

term of 15 years (with an option to extend at expiry) 

▪ The Property falls within the Rocky Mountain Forest 

Reserve, which is managed by the Alberta 

Government 

▪ The project is located in an area that has been 

classified as Category 2 in accordance with the Coal 

Development Policy for Alberta. Surface mining is not 

traditionally considered in Category 2 areas either 

because it is an area where infrastructure is 

inadequate to support mining activities or it is an 

area associated with high environmental sensitivity 

▪ An Exploration Permit for Isolation South was granted 

to Atrum Coal by the Alberta Energy Regulator (AER) 

covering exploration activities planned in 2019 (as 

reported to the ASX on 29 July 2019) 

Exploration 

by other 

parties 

▪ Acknowledgment and appraisal of 

exploration by other parties. 

▪ Scurry-Rainbow Oil Limited (Scurry) undertook 

exploration of the Isolation South area in the 1970s, 

then referred to as the Oldman River prospect. 

▪ Exploration activities included bulldozer assisted 

trenching, establishment of 22.5km of access roads, 

numerous adits and 19 HQ size fully cored holes for a 

total of 3,286m of coring.  

▪ The cored holes were accompanied by geophysical 

logging and seam intervals interpreted from 
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Criteria JORC Code explanation Commentary 

geophysical log depths 

Geology ▪ Deposit type, geological setting and 

style of mineralisation. 

▪ Atrum Coal’s Elan project is located in the province 

of Alberta, in the Crowsnest Pass area of the 

Crowsnest Coalfield, on the Front Ranges of the 

Canadian Rocky Mountains 

▪ Coal-bearing sedimentary sequences occur within 

the Mist Mountain Formation of the Late Jurassic to 

Early Cretaceous aged Kootenay Group, which was 

strongly deformed during the Late Cretaceous 

Laramide Orogeny. This resulted in the development 

of north to northwest-trending folds and steeply 

dipping reverse faults. The project is located within 

the Rocky Mountain Thrust Belt, west of the 

Livingstone Thrust fault and the project extent 

encompasses the McConnell thrust sheet 

▪ Major folds regionally trend in a northerly direction. 

Secondary local thrusts typically occur within the 

area, generally determining the distribution and 

outcrop of coal seams along the thrust fault zones. In 

many areas of the Crowsnest Coalfield, structure is 

principally the controlling factor in resource 

development. 

Drill hole 

Information 

▪ A summary of all information 

material to the understanding of the 

exploration results including a 

tabulation of the following 

information for all Material drill holes: 

o easting and northing of the drill 

hole collar 

o elevation or RL (Reduced Level – 

elevation above sea level in 

metres) of the drill hole collar 

o dip and azimuth of the hole 

o down hole length and 

interception depth 

o hole length. 

▪ This information is provided for all boreholes 

completed at Isolation South in Appendix 1 of this 

ASX announcement. 

Data 

aggregation 

methods 

▪ In reporting Exploration Results, 

weighting averaging techniques, 

maximum and/or minimum grade 

truncations (eg cutting of high 

grades) and cut-off grades are 

usually Material and should be 

stated. 

▪ Where aggregate intercepts 

incorporate short lengths of high 

grade results and longer lengths of 

low grade results, the procedure 

used for such aggregation should 

be stated and some typical 

examples of such aggregations 

should be shown in detail. 

▪ The assumptions used for any 

reporting of metal equivalent values 

should be clearly stated. 

▪ No cut-off grades were applied to the exploration 

results in this announcement 

▪ For rotary air blast holes, individual samples are taken 

at 0.5m sample increments 

▪ No lab testing has been undertaken in 2019 

Relationship 

between 

mineralisation 

widths and 

intercept 

lengths 

▪ These relationships are particularly 

important in the reporting of 

Exploration Results. 

▪ If the geometry of the mineralisation 

with respect to the drill hole angle is 

known, its nature should be 

reported. 

▪ If it is not known and only the down 

hole lengths are reported, there 

should be a clear statement to this 

effect (eg ‘down hole length, true 

width not known’). 

▪ Discrepancies between apparent and true seam 

thickness are an important consideration for 

interpretation of the drilling results in this 

announcement 

▪ The results tabulated in this announcement are 

apparent thicknesses as recorded in drill holes, and 

may be significantly different to the true thickness of 

the seams.   

▪ Differences in apparent and true thickness are 

addressed through use of borehole deviation survey 

data, dipmeter logs, surface mapping and updated 

structural interpretation  

▪ Reported seam intersections in boreholes and as 
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Criteria JORC Code explanation Commentary 

evidenced by seam outcrops (road cuttings) show 

evidence of fault thickening, and / or structural 

thickening which occurs in Seam 3. This zone is 

currently being delineated by more drilling. 

Diagrams ▪ Appropriate maps and sections 

(with scales) and tabulations of 

intercepts should be included for 

any significant discovery being 

reported These should include, but 

not be limited to a plan view of drill 

hole collar locations and 

appropriate sectional views. 

▪ Borehole locations plans are provided along with 

cross sections and other maps in this release 

Balanced 

reporting 

▪ Where comprehensive reporting of 

all Exploration Results is not 

practicable, representative 

reporting of both low and high 

grades and/or widths should be 

practiced to avoid misleading 

reporting of Exploration Results. 

▪ Not applicable 

Other 

substantive 

exploration 

data 

▪ Other exploration data, if 

meaningful and material, should be 

reported including (but not limited 

to): geological observations; 

geophysical survey results; 

geochemical survey results; bulk 

samples – size and method of 

treatment; metallurgical test results; 

bulk density, groundwater, 

geotechnical and rock 

characteristics; potential deleterious 

or contaminating substances. 

▪ Atrum Coal geologists have undertaken a significant 

surface mapping program in 2019, collecting data 

points from outcrops of the Cadomin Formation, coal 

seams of the Mist Mountain Formation 

▪ Along with surface mapping and trenching, road and 

track cuttings have provided a very useful source of 

outcrop measurements 

▪ This will be included with the volumes of geological 

data that will be used for geological model updates 

and to assist in controlling the structure of the coal 

seams 

Further work ▪ The nature and scale of planned 

further work (e.g. tests for lateral 

extensions or depth extensions or 

large-scale step-out drilling). 

▪ Diagrams clearly highlighting the 

areas of possible extensions, 

including the main geological 

interpretations and future drilling 

areas, provided this information is 

not commercially sensitive. 

▪ The drilling of percussion (air-blast) structure holes will 

be continued in 2019, delineating the zone of 

structural thickening 

▪ Cored boreholes will be drilled in 2020 with a 

significant program being planned 

▪ The cores will be subjected to detailed raw quality 

sizing and washability test work, including 

comprehensive testing of clean coal composites  

 

Table 1 – Section 3: Estimation and Reporting of Mineral Resources 

Criteria JORC Code explanation Commentary 

Database 

integrity 

▪ Measures taken to ensure that data 

has not been corrupted by, for 

example, transcription or keying 

errors, between its initial collection 

and its use for Mineral Resource 

estimation purposes. 

▪ Data validation procedures used. 

▪ Geological data was collated by Atrum Coal, 

who undertook validation checks on each hole 

before they were finalised 

▪ Geological data has been independently 

interpreted by Palaris and used in the construction 

of geological models 

▪ Some historical data is relied upon and assumes 

that the original acquisition and management of 

data is sound 

▪ Borehole seam profiles with lithology, seam 

intervals and coal quality results are produced to 

check validity of data 

▪ Coal quality data points are checked for outliers 

and any potential anomalies are omitted 

Site visits ▪ Comment on any site visits 

undertaken by the Competent 

Person and the outcome of those 

▪ The Competent Person has undertaken a site visit 

to the Isolation South project in 2018 and 2019 to 

inspect the site and drilling progress, and to ensure 
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Criteria JORC Code explanation Commentary 

visits. 

▪ If no site visits have been 

undertaken indicate why this is the 

case. 

alignment between Atrum Coal’s geological data 

and Palaris’ modelling and resource estimation 

processes 

▪ The visits have been in relation to exploration 

assistance, geological modelling, and assisting 

with data QA/QC for model updates, and JORC 

resource estimates 

Geological 

interpretation 

▪ Confidence in (or conversely, the 

uncertainty of) the geological 

interpretation of the mineral 

deposit. 

▪ Nature of the data used and of any 

assumptions made. 

▪ The effect, if any, of alternative 

interpretations on Mineral Resource 

estimation. 

▪ The use of geology in guiding and 

controlling Mineral Resource 

estimation. 

▪ The factors affecting continuity 

both of grade and geology. 

▪ Confidence in the geological data is considered 

moderate, based on the structural thickening in 

the northern dip slope 

▪ Correlations are generally high confidence but 

can be difficult, especially where seams are fault 

thickened or affected. Seam correlation has been 

a joint exercise between Atrum Coal and Palaris 

▪ Coal seam correlations have been cross checked 

by geophysical logging and identifying 

characteristic signatures, which decreases the 

chance of miscorrelation. It is recommended that 

vitrinite reflectance be undertaken on core and 

chip samples to assist in seam correlation 

▪ Control of the coal seams at depth is limited in 

some parts of the structural models where there is 

a paucity of data, although no dummy holes or 

trend surfaces were used in the modelling process 

Dimensions ▪ The extent and variability of the 

Mineral Resource expressed as 

length (along strike or otherwise), 

plan width, and depth below 

surface to the upper and lower 

limits of the Mineral Resource. 

▪ The northern area of Isolation South project has a 

strike length of approximately 5.5km and is limited 

by tenure boundary on the western side. The width 

of the ridge is up to 2km and affected by the 

tenure boundary 

▪ The southern area is approximately 1.3km along 

strike and 1km wide. 

▪ The bedding strikes roughly north – south along a 

well defined ridgeline with seams following the 

topographical surface 

▪ The Isolation South coal resource occurs over a 

zone which extends 1.6km from north to south. The 

main resource area is around 1km wide, limited by 

the seams extending to depth in the west towards 

a syncline 

▪ The coal seams of the Mist Mountain Formation 

dip towards the west with dips ranging from 15 to 

30 degrees on the dip slope 

▪ The upper limit of the resource is the limit of 

weathering surface (BHWE-3), which is the LiDAR 

topographical surface minus 3 metres 

▪ The lower limit of the resource is at a maximum 

depth of 200m below topography.  

Estimation 

and 

modelling 

techniques 

▪ The nature and appropriateness of 

the estimation technique(s) applied 

and key assumptions, including 

treatment of extreme grade values, 

domaining, interpolation 

parameters and maximum 

distance of extrapolation from 

data points. If a computer assisted 

estimation method was chosen 

include a description of computer 

software and parameters used. 

▪ The availability of check estimates, 

previous estimates and/or mine 

production records and whether 

the Mineral Resource estimate 

takes appropriate account of such 

data. 

▪ The assumptions made regarding 

recovery of by-products. 

▪ Estimation of deleterious elements 

▪ Geovia Minex software was used to create 

structural grids, which are based on 25m mesh 

(grid cell) size with a scan distance of 2,000 

metres.  

▪ Careful examination of thickened S3 grids was 

undertaken to ensure that they were not 

extrapolated, with adequate delineation by RAB 

drilling 

▪ Resource classification was undertaken using a 

maximum spacing of 0 – 500m between cored 

boreholes for Indicated and >500m for Inferred 

resources respectively 

▪ There is limited extrapolated resources beyond the 

furthest boreholes located in the down-dip areas, 

with some extrapolation to the south-west 

▪ The previous resource estimate for Isolation South 

was reported to the ASX on 22nd January 2019, 

totalling 120 Mt (39 Mt Indicated and 81 Mt 

Inferred) 

▪ Grade cut-offs were not applied globally as 
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Criteria JORC Code explanation Commentary 

or other non-grade variables of 

economic significance (eg sulphur 

for acid mine drainage 

characterisation). 

▪ In the case of block model 

interpolation, the block size in 

relation to the average sample 

spacing and the search employed. 

▪ Any assumptions behind modelling 

of selective mining units. 

▪ Any assumptions about correlation 

between variables. 

▪ Description of how the geological 

interpretation was used to control 

the resource estimates. 

▪ Discussion of basis for using or not 

using grade cutting or capping. 

▪ The process of validation, the 

checking process used, the 

comparison of model data to drill 

hole data, and use of 

reconciliation data if available. 

blending and / or coal beneficiation would be 

used consistent with Teck’s mines in the Elk Valley, 

BC 

▪ A default RD of 1.45 was used for all seams, in the 

absence of lab tested RD 

▪ The estimate has been internally audited and 

deemed reproducible 

 

Moisture ▪ Whether the tonnages are 

estimated on a dry basis or with 

natural moisture, and the method 

of determination of the moisture 

content. 

▪ All quality parameters are reported on an air-dried 

basis unless stated otherwise 

Cut-off 

parameters 

▪ The basis of the adopted cut-off 

grade(s) or quality parameters 

applied. 

▪ Grade cut-offs were not applied globally as 

blending and / or coal processing would be used 

to manage product quality attributes 

Mining factors 

or 

assumptions 

▪ Assumptions made regarding 

possible mining methods, minimum 

mining dimensions and internal (or, 

if applicable, external) mining 

dilution. It is always necessary as 

part of the process of determining 

reasonable prospects for eventual 

economic extraction to consider 

potential mining methods, but the 

assumptions made regarding 

mining methods and parameters 

when estimating Mineral Resources 

may not always be rigorous. Where 

this is the case, this should be 

reported with an explanation of the 

basis of the mining assumptions 

made. 

▪ The potential mining method used is considered to 

be open cut, although underground mining was 

common in the Crowsnest Pass for many years 

▪ Open cut resources are limited by a minimum 

0.3m seam thickness, between the base of 

weathering and 200m depth 

▪ Open cut resources have not been limited by 

stripping ratios  

▪ No surface constraints have been identified or 

used to limit or constrain the extent of the resource 

estimate  

▪ Coal resources are defined in areas of ridgeline / 

elevated topography and are generally 

distanced from rivers and streams 

▪ Mining losses and dilution have not been factored 

in to the resource estimate 

Metallurgical 

factors or 

assumptions 

▪ The basis for assumptions or 

predictions regarding metallurgical 

amenability. It is always necessary 

as part of the process of 

determining reasonable prospects 

for eventual economic extraction 

to consider potential metallurgical 

methods, but the assumptions 

regarding metallurgical treatment 

processes and parameters made 

when reporting Mineral Resources 

may not always be rigorous. Where 

this is the case, this should be 

reported with an explanation of the 

basis of the metallurgical 

assumptions made. 

▪ Testing of clean coal quality was undertaken on 

historical cores and was reported to the ASX on 

22nd January 2019.  

▪ The primary product is expected to be a low to 

mid volatile hard coking coal suitable for the 

export market. 

▪ Some volumes of secondary thermal or PCI 

product may also be produced for the export 

market.  

▪ Detailed sizing, washability and clean coal 

composite testing is planned for 2020.  

Environmental 

factors or 

assumptions 

▪ Assumptions made regarding 

possible waste and process residue 

disposal options. It is always 

▪ A Scoping Study is currently progressing, and will 

include an assessment of the Isolation South 

▪ Environmentally sensitive areas will need to be 

considered upon commencement of mine 
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Criteria JORC Code explanation Commentary 

necessary as part of the process of 

determining reasonable prospects 

for eventual economic extraction 

to consider the potential 

environmental impacts of the 

mining and processing operation. 

While at this stage the 

determination of potential 

environmental impacts, particularly 

for a greenfieldsproject, may not 

always be well advanced, the 

status of early consideration of 

these potential environmental 

impacts should be reported. Where 

these aspects have not been 

considered this should be reported 

with an explanation of the 

environmental assumptions made. 

planning or studies 

▪ Any coal mine development would need to go 

through the process of preparing an 

Environmental Impact Assessment (EIA) and 

submission of an application to the Alberta Energy 

Regulator (AER) under the Environmental 

Protection and Enhancement Act (EPEA) and 

Canadian Environmental Assessment Act 2012 

(CEAA). 

Bulk density ▪ Whether assumed or determined. If 

assumed, the basis for the 

assumptions. If determined, the 

method used, whether wet or dry, 

the frequency of the 

measurements, the nature, size and 

representativeness of the samples. 

▪ The bulk density for bulk material 

must have been measured by 

methods that adequately account 

for void spaces (vugs, porosity, 

etc), moisture and differences 

between rock and alteration zones 

within the deposit. 

▪ Discuss assumptions for bulk density 

estimates used in the evaluation 

process of the different materials. 

▪ All coal quality parameters are reported on an air-

dried basis unless otherwise stated  

▪ A default RD value of 1.45 has been used in the 

absence of lab tested RD values 

▪ Bulk density assumptions have not been made 

 

Classification ▪ The basis for the classification of the 

Mineral Resources into varying 

confidence categories. 

▪ Whether appropriate account has 

been taken of all relevant factors 

(i.e. relative confidence in 

tonnage/grade estimations, 

reliability of input data, confidence 

in continuity of geology and metal 

values, quality, quantity and 

distribution of the data). 

▪ Whether the result appropriately 

reflects the Competent Person’s 

view of the deposit. 

▪ Elan South resource polygons were rationalised 

according to the distribution and variability in 

coal quality data points, and the classification 

downgraded if coal quality data was sparse or 

highly variable.  

▪ Any extrapolated coal typically exists down-dip to 

the west of existing data points, or in the eastern 

zone as the coal seams approach the surface  

▪ The factors used in the rationalisation and 

determination of final resource classification 

polygons included: age and reliability of the data, 

consideration of 3D representivity and removal of 

isolated points of observation, quantity and 

location of coal quality data points, variability 

shown in continuity and grade, and likelihood of 

the coal seams being mined 

▪ In the view of the Competent Person, the Inferred 

to Indicated resource classification reflects the 

moderate level of confidence within the deposit, 

highlighting the project requires further 

exploration to improve the level of geological 

confidence 

Audits or 

reviews 

▪ The results of any audits or reviews 

of Mineral Resource estimates. 

▪ Resource estimates were undertaken in three 

passes to ensure repeatability, with previous 

versions saved for reference 

▪ The resource estimate has been internally peer 

reviewed 

Discussion of 

relative 

accuracy/ 

confidence 

▪ Where appropriate a statement of 

the relative accuracy and 

confidence level in the Mineral 

Resource estimate using an 

approach or procedure deemed 

▪ The drill spacing is relatively tight at the Isolation 

South Cabin Ridge area (less than 100m up to 

250m spacing) and supported historical coal 

quality data 

▪ Coal quality data has not been acquired during 
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Criteria JORC Code explanation Commentary 

appropriate by the Competent 

Person. For example, the 

application of statistical or 

geostatistical procedures to 

quantify the relative accuracy of 

the resource within stated 

confidence limits, or, if such an 

approach is not deemed 

appropriate, a qualitative 

discussion of the factors that could 

affect the relative accuracy and 

confidence of the estimate. 

▪ The statement should specify 

whether it relates to global or local 

estimates, and, if local, state the 

relevant tonnages, which should 

be relevant to technical and 

economic evaluation. 

Documentation should include 

assumptions made and the 

procedures used. 

▪ These statements of relative 

accuracy and confidence of the 

estimate should be compared with 

production data, where available. 

the 2019 program, and will be critical in 

upgrading the current resource classification in 

2020 

▪ The level of confidence in the exploration and 

data acquisition is moderate based on structural 

thickening and paucity of recent coal quality 

data 
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 Isolation South Resource Classification Plans 

 

Isolation South S1C resource classification 
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Isolation South S2B resource classification 
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Isolation South S3CM resource classification 
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Isolation South Borehole Collars, Inclination and Azimuth 

BOREID X Y Z TD AZIMUTH DIP TYPE 

ISRAB19-01 682,621 5,537,342 1,589 178.5 75 -65 RAB 

ISRAB19-02 683,386 5,535,315 1,647 146.3 70 -60 RAB 

ISRAB19-03 683,450 5,534,836 1,723 208.3 74 -65 RAB 

ISRAB19-04 683,620 5,534,692 1,784 206.3 82 -63 RAB 

ISRAB19-05 683,128 5,536,853 1,647 168.0 75 -65 RAB 

ISRAB19-06 683,627 5,535,106 1,783 170.2 74 -63 RAB 

ISRAB19-07 683,675 5,534,563 1,815 151.5 80 -65 RAB 

ISRAB19-08 682,929 5,537,278 1,672 108.0 72 -65 RAB 

ISRAB19-09 683,727 5,534,923 1,834 100.7 80 -65 RAB 

    ISRAB19-10 683,795 5,534,676 1,873 69.0 76 -65 RAB 

ISRAB19-11 683,622 5,534,339 1,820 178.4 72 -65 RAB 

ISRAB19-12 682,842 5,537,474 1,666 211.6 75 -65 RAB 

ISRAB19-13 682,608 5,537,937 1,729 186.8 75 -65 RAB 

ISRAB19-14 682,701 5,538,397 1,832 162.1 75 -65 RAB 

ISRAB19-15 682,913 5,538,066 1,846 184.1 75 -65 RAB 

ISRAB19-16 683,207 5,537,591 1,785 97.9 75 -65 RAB 

ISRAB19-17 682,902 5,538,564 1,920 188.5 75 -65 RAB 

ISRAB19-18 682,556 5,538,836 1,864 186.4 75 -65 RAB 

ISRAB19-19 682,801 5,539,125 1,961 198.5 75 -65 RAB 

ISRAB19-20 683,025 5,538,741 1,987 134.5 75 -65 RAB 

ISRAB19-21 683,320 5,538,397 2,061 106.2 75 -65 RAB 

ISRAB19-22 683,106 5,538,955 2,036 134.4 75 -65 RAB 

ISRAB19-23 682,937 5,540,282 2,139 106.8 75 -65 RAB 

ISRAB19-24 682,887 5,539,349 2,014 200.0 75 -65 RAB 

ISRAB19-25 682,770 5,539,660 1,992 10.0 75 -65 RAB 

ISRAB19-26 682,371 5,539,860 1,905 36.4 75 -65 RAB 

ISRAB19-27 682,011 5,539,500 1,840 199.4 75 -65 RAB 

ISRAB19-28 681,613 5,539,868 1,906 178.0 75 -65 RAB 

ISRAB19-29 681,612 5,539,870 1,906 192.9 75 -70 RAB 

ISRAB19-30 682,039 5,540,248 2,043 174.5 75 -65 RAB 

ISRAB19-31 682,035 5,540,597 2,059 185.0 75 -65 RAB 

ISRAB19-32 681,973 5,540,890 2,051 160.8 0 -90 RAB 

ISRAB19-33 681,908 5,539,845 1,909 193.0 75 -65 RAB 

ISRAB19-34 682,450 5,539,248 1,805 46.0 75 -65 RAB 

ISRAB19-35 683,079 5,539,574 2,100 133.6 0 -90 RAB 

ISRAB19-36 682,996 5,539,946 2,100 139.7 0 -90 RAB 

ISRAB19-37 682,878 5,539,496 2,024 136.7 0 -90 RAB 

ISRAB19-38 682,958 5,538,968 1,995 187.0 0 -90 RAB 

ISRAB19-39 682,776 5,539,322 1,963 202.1 0 -90 RAB 

ISRAB19-40 682,807 5,538,910 1,940 201.0 0 -90 RAB 

ISRAB19-41 683,027 5,538,230 1,911 192.0 75 -65 RAB 

ISRAB19-43 682,766 5,539,598 1,966 200.4 0 -90 RAB 

ISRAB19-44 682,778 5,539,454 1,967 204.0 0 -90 RAB 

OMR-001 682,970 5,539,170 2,017 247.2 0 -90 DDH 

OMR-002 682,376 5,541,284 2,271 152.7 0 -90 DDH 

OMR-003 682,959 5,540,145 2,111 124.1 0 -90 DDH 

OMR-004 683,242 5,538,260 2,005 167.9 0 -90 DDH 

OMR-005 682,828 5,538,666 1,914 181.7 0 -90 DDH 

OMR-006 683,187 5,538,665 2,039 160.0 0 -90 DDH 

OMR-007 682,840 5,538,318 1,863 200.3 0 -90 DDH 

OMR-008 682,944 5,537,861 1,804 50.9 0 -90 DDH 

OMR-009 682,571 5,538,082 1,744 179.8 0 -90 DDH 

OMR-010 682,610 5,537,678 1,667 184.7 0 -90 DDH 

OMR-011 682,549 5,537,319 1,567 201.2 0 -90 DDH 

OMR-012 682,293 5,537,892 1,635 178.9 0 -90 DDH 

OMR-013 682,380 5,538,462 1,771 169.5 0 -90 DDH 

OMR-014 682,527 5,538,801 1,857 182.0 0 -90 DDH 

OMR-015 681,972 5,539,624 1,870 81.4 0 -90 DDH 

OMR-015A 681,972 5,539,624 1,870 232.0 90 -55 DDH 

OMR-016 681,968 5,539,929 1,944 62.8 90 -55 DDH 

OMR-017 682,029 5,540,245 2,039 172.5 90 -55 DDH 

OMR-018 683,415 5,535,185 1,674 217.9 90 -55 DDH 

OMR-019 683,619 5,534,758 1,783 147.2 90 -55 DDH 
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